Clavinet.com Pianet N Sticky Pad Positioning 
Version 1.0 
General Positioning Method 


SWITCH THE PIANET OFF AND REMOVE THE POWER 
PLUG BEFORE FITTING OR ADJUSTING PADS 


1 Start with the new sticky pads as shown below. In general 4 In the 5th octave listen to the high harmonic overtones as 
the best position for strength of note and minimum damping the note decays and adjust to your preference. Towards the 
noise will be just in front of the reed centre line. In the 2nd centre line there is more high overtone, towards the pickup 
and 3rd octaves this is right at the end of the round rod. there is more fundamental note. 

2 Next, in the 1st octave, move the pad either immediately 5 Finally adjust the positioning of all pads to find a location 
behind the raised weight or completely onto the weight pad. where adjacent groups of notes have a similar voice. 


3 Now compare the sound of the notes in the 4th octave with 
the 3rd octave. Adjust the 4th octave pads either toward or 
away from the centre line of the reeds to match. 


1st Octave 2nd Octave 3rd Octave 4th Octave 5th Octave 
Keep sticky pad as close Place sticky pads right to Place sticky pads at the Place sticky pads with the Place sticky pads starting 
to end of rod as possible. the end of the round rod end of rod. rear of the pad slightly over with the rear of the pads 
Move pad either completely as far from the pickup as the mid point of the reed. slightly over the mid point of 
on or completely off the possible. the reed. By the highest notes 
raised brass areas. the pads will be directly over 
Stick d Reeds Middle line End of the mid line of the reeds. 
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